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Cable Tray Support Systems
Superstrut

12 Gauge Channel Type A

Solid Base

A1200

Punched

A1200-P

Slots

A1200-HS

Long Slots

A1200-S

Knock-outs

A1200-KO

A-1202

A-1202-B

STD WEIGHT
CATALOG PKG. PER
NUMBER QTY. CARTON

A-1200-10 500 181
A-1200-20 500 181
A-1200-HS-10 500 177
A-1200-HS-20 500 177
A-1200-KO-10 500 181
A-1200-KO-20 500 181
A-1200-P-10 500 177
A-1200-P-20 500 177
A-1200-S-10 500 172
A-1200-S-20 500 172

Green
A-1200-10-GR 500 181
A-1200-20-GR 500 181
A-1200-HS-10-GR 500 177
A-1200-HS-20-GR 500 177
A-1200-P-10-GR 500 177
A-1200-P-20-GR 500 177
A-1200-S-10-GR 500 172
A-1200-S-20-GR 500 172

Pre-Galvanized
A-1200-10-PG 500 181
A-1200-20-PG 500 181
A-1200-HS-10-PG 500 177
A-1200-HS-20-PG 500 177
A-1200-KO-10-PG 500 190
A-1200-KO-20-PG 500 190
A-1200-P-10-PG 500 177
A-1200-P-20-PG 500 177
A-1200-S-10-PG 500 172
A-1200-S-20-PG 500 180

Hot Dip Galvanized
A-1200-10-HDG 500 181
A-1200-20-HDG 500 181
A-1200-HS-10-HDG 500 185
A-1200-HS-20-HDG 500 185
A-1200-P-10-HDG 500 177
A-1200-P-20-HDG 500 185
A-1200-S-10-HDG 500 180
A-1200-S-20-HDG 500 180

Gold Galv™

A-1202-10 250 363
A-1202-20 240 363
A-1202-HS-10 250 353
A-1202-HS-20 240 353

Green
A-1202-10-GR 250 380
A-1202-20-GR 240 380

Pre-Galvanized
A-1202-10-PG 250 363
A-1202-20-PG 240 363
A-1202-HS-10-PG 250 380
A-1202-HS-20-PG 250 380

Pre-Galvanized
A-1202-10-HDG 250 363
A-1202-20-HDG 240 363
A-1202-HS-10-HDG 250 380
A-1202-HS-20-HDG 250 380
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For a complete selection refer to the Superstrut section of the T&B Catalog.
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