
BC-910 Series 
Universal nylon cone nut 

For all 1W & 1W channels May 
Sizes: 1/4", 343" & 1/2" 	be used with ALL strut depths 

FINISH CAT. NO. 	 SIZE (IN.) 

1/2-20 
%-16 
1/2-13 

BC910 1/4 

BC910 3/8 
BC910 1/2 

Galv-Krom® 
Galv-Krom® 
Galv-Krom® 

Square nuts for use with channel 
and spot-type concrete inserts. 

B-914 Series 

PA" Sq. 

Located Square 
Washers 

19/6" Sq. 

Square Washers 

CAT. NO. BOLT SIZE (IN.) 	STD. CTN. 

100 
5/16 	 100 

100 
1/2 	 100 

50 

AB-241-1/4 
AB-241-5/16 
AB-241-3/8 
AB-241-1/2 
AB-241-5/8 
GoldGalv® is standard finish. 

Add "EG" suffix for SiNerGalv®. 

United States 
Tel: 901.252.8000 

800.816.7809 
Fax: 901.252.1354 

Technical Services 
Tel: 888.862.3289 ThomasaBeits 

B-15 

Channels, Nuts and Fittings 
B-911 Series 

Self-holding clamping nut with spring attached. 
For use with 11A" deep channels. 

CAT. NO. 	 SIZE (IN.) 	THICKNESS (IN.) 	WT. LBSJC 

B 911 1/4 	 1/24-20 	 3/6 	 8 
B-911-5/16 	 %6-18 	 5/6 	 8.25 
B-911-3/8 	 %-16 	 5/6 	 10 
B-911-D-3/r 	 %-16 	 5/6 	 12 
B-911-1/2 	 1/2-13 	 % 	 10 
B-911-D-1/2" 	 1/2-13 	 % 	 13 
* For clamping nuts with spring for 3" deep channels add suffix D to catalog number. 

B-911-SN Series 

Stud nut self-holding clamping nut with spring attached. 

CAT. NO. 	 SIZE (IN.) 	THICKNESS (IN.) 	WT. LBSJC 

B 911 3/8 Shit 	 %-16 	 3/16 	 12.5 
B-911-3/8-Sh2r 	%-16 	 5/16 	 13.0 
B-911-1/2-SN1 t 	A-13 	 5/16 	 16.0 
B-911-1/2-Sh2r 	1/2-13 	 17.0 
t13-911-318-SN1, Stud: % Dia., 1" Long and B-911-3/8-SN2, Stud: % Dia., 1%" Long. 

Accepts Kindorf® Nuts H-114C (hex), H-116-C (square). 

13-911-1/2-SN1, Stud: Dia., 1" Long. and B-911-1/2-SN2, Stud: Dia., VA" Long. 

Accepts Kindorf® Nuts H-114D (hex), H-116-D (square). 

B-912 Series 
Self-holding clamping nut with spring attached. 

For use with Yr" deep channels. 

CAT. NO. 	 SIZE (IN.) 	THICKNESS (IN.) 	WT. LBSJC 

B 912 1/4 	 1/2-20 	 Y16 	 8.0 
B-912-5/16 	 5/6 —  1 8 	 Y16 	 7.5 
B-912-3/8 	 %-16 	 Y16 	 9.5 
B-912-1/2 	 1/2-13 	 Y16 	 9.8 
Standard finish: Galv-Krom®  

CAT. NO. SIZE (IN.) THICKNESS (IN.) WT. LBSJC 

B 9141/4 1/4-20 3A6 10.50 
B-914-3/8 %-16 5/16 13.25 
B-914-1/2 1/2-13 3% 14.00 
B-914-5/8 % —  1 1 % 14.00 
B-914-3/4 3/-10 3% 12.00 
B-914-7/8 7A-9 % 10.50 
B-914-3/8P %-18** % 12.00 
B-914-1/2P 
** Standard Pipe Threads. 

Standard finish: Galv-Krom®. 

1/2-14** 3% 11.00 

BOLT SIZE (IN.) STD. CTN. 

5/1  6 
100 
100 

3/6  100 
1/2  100 
5/6  100 

CAT. NO. 

AB-241L-1/4 
AB-241L-5/16 
AB-241L-3/8 
AB-241L-1/2 
AB-241L-5/8 
GoldGalv®  is standard finish. 

Add EG" suffix for SiNerGalv®. 
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United States
Tel: 901.252.8000
 800.816.7809
Fax: 901.252.1354

Technical Services
Tel: 888.862.3289
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Channels, Nuts and Fittings

Square nuts for use with channel 
and spot-type concrete inserts.

B-911 Series

Self-holding clamping nut with spring attached. 
For use with 11⁄2" deep channels.

B-914 Series

CaT. No. SIze (IN.) FINISh

BC910 1/4 1⁄4–20 Galv-Krom®

BC910 3/8 3⁄8–16 Galv-Krom®

BC910 1/2 1⁄2–13 Galv-Krom®

Self-holding clamping nut with spring attached.  
For use with 3⁄4" deep channels.

CaT. No. SIze (IN.) ThICkNeSS (IN.) WT. LBS./C

B 912 1/4 1⁄4–20 3⁄16 8.0
B-912-5/16 5⁄16–18 5⁄16 7.5
B-912-3/8 3⁄8–16 5⁄16 9.5
B-912-1/2 1⁄2–13 5⁄16 9.8
Standard finish: Galv-Krom®

CaT. No. SIze (IN.) ThICkNeSS (IN.) WT. LBS./C

B 914 1/4 1⁄4–20 3⁄16 10.50
B-914-3/8 3⁄8–16 5⁄16 13.25
B-914-1/2 1⁄2–13 3⁄8 14.00
B-914-5/8 5⁄8–11 3⁄8 14.00
B-914-3/4 3⁄4–10 3⁄8 12.00
B-914-7/8 7⁄8–9 3⁄8 10.50
B-914-3/8p 3⁄8–18** 3⁄8 12.00
B-914-1/2p 1⁄2–14** 3⁄8 11.00
** Standard Pipe Threads.

Standard finish: Galv-Krom®.

CaT. No. SIze (IN.) ThICkNeSS (IN.) WT. LBS./C

B 911 3/8 SN1† 3⁄8–16 3⁄16 12.5
B-911-3/8-SN2† 3⁄8–16 5⁄16 13.0
B-911-1/2-SN1† 1⁄2–13 5⁄16 16.0
B-911-1/2-SN2† 1⁄2–13 3⁄8 17.0
†B-911-3/8-SN1, Stud: 3⁄8 Dia., 1" Long and B-911-3/8-SN2, Stud: 3⁄8 Dia., 11⁄4" Long.

Accepts Kindorf ® Nuts H-114C (hex), H-116-C (square).

B-911-1/2-SN1, Stud: 1⁄2 Dia., 1" Long. and B-911-1/2-SN2, Stud: 1⁄2 Dia., 11⁄4" Long.

Accepts Kindorf ® Nuts H-114D (hex), H-116-D (square).

CaT. No. BoLT SIze (IN.) STD. CTN.

aB-241L-1/4 1⁄4 100
aB-241L-5/16 5⁄16 100
aB-241L-3/8 3⁄8 100
aB-241L-1/2 1⁄2 100
aB-241L-5/8 5⁄8 100
GoldGalv® is standard finish.

Add “EG” suffix for SilverGalv®.

CaT. No. SIze (IN.) ThICkNeSS (IN.) WT. LBS./C

B 911 1/4 1⁄4–20 3⁄16 8
B-911-5/16 5⁄16–18 5⁄16 8.25
B-911-3/8 3⁄8–16 5⁄16 10
B-911-D-3/8* 3⁄8–16 5⁄16 12
B-911-1/2 1⁄2–13 3⁄8 10
B-911-D-1/2* 1⁄2–13 7⁄8 13
* For clamping nuts with spring for 3" deep channels add suffix D to catalog number.

B-912 Series

Located Square  
Washers

Square Washers

CaT. No. BoLT SIze (IN.) STD. CTN.

aB-241-1/4 1⁄4 100
aB-241-5/16 5⁄16 100
aB-241-3/8 3⁄8 100
aB-241-1/2 1⁄2 100
aB-241-5/8 5⁄8 50
GoldGalv® is standard finish.

Add “EG” suffix for SilverGalv®.

19⁄16" Sq.

11⁄4" Sq.

B-911-SN Series

Stud nut self-holding clamping nut with spring attached.

BC-910 Series
• Universal nylon cone nut

• Sizes: 1⁄4", 3⁄8" & 1⁄2"
For all 15⁄8" & 11⁄2" channels. May 

be used with ALL strut depths

19⁄16" Sq.
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